
Typical Overhead Service Through Roof

Ground Level

Electric Board of Guntersville personnel must approve 
location of overhead service.

All service entrance materials 
are to be provided and installed 

by the customer.

Center of meter 
base to be 

installed 4.5' to 
5.5' from finished 

grade

Size & type of conduit installed 
below the meter base will be 

determined by the local electrical 
codes.

For riser conduits 
requiring a coupling, the 

longer section of 
conduit is to be above 

the coupling.

Conduit straps are to be 
installed every 2'.

Riser conduit through roof shall be a 
minimum of 2" rigid metal for 200 AMP and 

smaller services and 3" for 400 AMP 
services. 

15' minimum

Riser wire size to be determined by local 
electrical code requirements.

Leave a minimum of 
24" of conductors 
extending from the 

weatherhead for 
service connections.

Lower attachment heights 
must be approved by an 

Electric Board 
representative and must 

meet minimum code 
requirements. A higher 

attachment may be 
required to obtain proper 

ground clearance.

2' minimum
3' maximum

Ground should be attached to the 
nearest terminal at meter 

compartment.

All connections beyond 
weatherhead will be made 

by an electrician.

All meter bases shall be 
grounded to the terminal 
closest to the metering 
department - on single 
bases and combination 

units.

All services inside city 
limits of Guntersville must 
be inspected prior to being 

energized.

 ALL METER BASES 
REQUIRE A DISCONNECT

Provide 4 wire service 
from panel to disconnect.

*Service Entrance Wire 200 AMP Service requires 4/0 Aluminum* 
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